CHAFNER (&)

Edelmetall - Technologie

Material Data Sheet

375 GG 12
forms of casting : Material Nr.: 12253
. sheet wire tube
delivery cubes
- X - -

alloy composition AU AG Cu+rest
in %o 375 90 535
alloy 9ct yellow gold / alloy for jewelry casting / precipitation hardening alloy
description
alloy properties Liquidus 885 Density (g/cm3) 11

Solidus 805 Hardness (HV)

Rm soft (MPa) - as cast 110

Rp0,2 soft (MPa) - annealed 90

A (%) soft - precipitation hardened 170
heat treatment hardening [°C] 300 / Luft
soft annealing [°C] 650/ H20

(the processing times are dependent on weight and geometry of the workpiece)

casting principle all established methodes
crucible graphite and ceramic
investment material plaster and phosphate
casting temperatures [°C] 960 - 1030
flask temperature [°C] 500 - 600

C.HAFNER's
suitable solders

2250 (AT: 750°C) /2260 (AT: 750°C) /2270 (AT: 690°C)

oxidations are removable with a hot 10% sulphuric acid

acid cleaning

No responsibility is taken for the correctness of this data sheet. The above-mentioned properties regard as not warranted and do not
substitute for a consultation through our Experts.
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